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DB6010 Series
60X60X10mm(2.36”X2.36"X0.39")

                                                                                                                                                                                                                                                                                                                            

  

DB6010V5H 5 4~5.5 0.25 1.25 4500 0.090 3.19 11.78 0.464 30.8 

DB6010V5M 5 4~5.5 0.15 0.75 3500 0.077 2.73 6.75 0.266 27.2 

DB6010V5L 5 4.5~5.5 0.08 0.40 2500 0.055 1.95 3.06 0.120  21.7 

DB6010V12SH 12 6~13.8 0.35 4.20 6500 0.131  4.64 21.93 0.863 44.2 

DB6010V12H 12 6~13.8 0.22 2.64 5500 0.110 3.89 15.40 0.606  36.6 

DB6010V12M 12 6~13.8 0.12 1.44 4500 0.090 3.19 11.78 0.464 30.8 

DB6010V12L 12 9~13.8 0.08 0.96 3500 0.077 2.73 6.75 0.266  27.2 

DB6010V12XL 12 10~13.8 0.05 0.60 2500 0.055 1.95 3.06 0.120  21.7 

HOUSING : Thermoplastic PBT, UL94V-0
IMPELLER : Thermoplastic PBT, UL94V-0
BEARING : Sleeve or Ball
OPERATING TEMPERATURE : Sleeve Bearing:-10&deg;C to +70&deg;C 

Ball Bearing:-30&deg;C to +75&deg;C
INSULATION RESISTANCE : 10 meg Ohms Min.@500 VDC (Between 

Frame and Terminal)
DIELECTRIC STRENGTH : 5 mA Max. at 500 VAC 60Hz for 1 minute 

(Between Frame and Terminal)
WEIGHT : 30g 
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